
TIRE APPLICATION GUIDE 
Å If needed, all high speed over the road tires should be 

balanced before applying SchaefferSealTM!!!  
Å Some high speed tires may experience a slight vibration at 

highway speeds. 
Å CAUTION:  DO NOT OVER APPLY SchaefferSealTM TO HIGH 

SPEED TIRES.  (Tires traveling at speeds above 40 
mpg/65kph.) 

READ CAREFULLY BEFORE INSTALLATION 
SchaefferSealTM MUST BE ALLOWED TO THOROUGHLY 
COAT THE INSIDE OF THE TIRE AND RIM BEFORE 
COMPLETE TIRE PROTECTION IS ACHIEVED.  IT IS 
IMPORTANT TO EITHER DRIVE THE VEHICLE OR ROTATE 
THE TIRE SLOWLY SEVERAL TIMES AFTER 
INSTALLATION.. 
WORKS WITH MOST LOW TIRE PRESSURE INDICATOR 
SENSORS 
NOT RECOMMENDED FOR USE WITH LOW TIRE 
PRESSURE EQUALIZER SYSTEMS.   
NOTE:  DO NOT INSTALL IN TIRES CONTAINING WATER, 
ANTI-FREEZE, CALCIUM CHLORIDE OR ANY OTHER 
LIQUID BALLAST OR OTHER SEALANTS, AS 
SchaefferSealTM IS WATER SOLUBLE AND MAY BECOME 
INEFFECTIVE. 
See MSDS for product #743 at www.schaefferoil.com 

Formula for tire sizes not found on this page...Tire Height x Full Tire Width ÷ 10 = Ounces per tire 
This formula not to be used for autos, light trucks or Sport U.V.s.  



OVER THE ROAD TIRES - CONTINUED 

For questions or comments: 
1.800.325.9962 

Schaeffer Manufacturing Company 
102 Barton Street, St. Louis, MO 

63104 
www.schaefferoil.com 
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