


TD-110 
Page 2 
 

TYPICAL PROPERTIES 
 

SAE Grade 30 40 50 
Viscosity @ 40° C, Cst (ASTM D-445) 87.5-94.5 170-180 220-230 

Viscosity @ 100° C, Cst (ASTM D-445) 10.5-12.0 14.00-15.5 18.00-19.5 
High Temperature High Shear Viscosity    
 @ 302°F/150°C, cP (ASTM D-4683) 3.5 4.0 4.0 
Viscosity Index (ASTM D-2270) 102 100 102 
Flash Point °F/°C (ASTM D-92) 455°/235° 465°/240.56° 500°/260° 
Fire Point °F/°C (ASTM D-92) 490°/254.44° 500°/260° 535°/279.44° 
Pour Point °F/°C (ASTM D-97) 0°/-18° 10°/-12.2° 20°/-6.7° 
Sulfated Ash Content % WT (ASTM D-874) 1.0 1.0 1.0 
Total Base Number (ASTM D-2896) 8.3 8.3 8.3 
Copper Strip Corrosion (ASTM D-130) 1a 1a 1a 
    
 
Packaging: #110 Micron Moly Racing Oil is available in 55 gallon drums, 30 gallon drums 

and cases (24qt/case). 


