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FOOD PLANTS
To degrease floors, walls and production machinery in areas

where there is no possibility of contact with food,
foodstuffs and packaging.

MINING OPERATIONS
To degrease and remove open gear lubes, dirt and grime from

dipper sticks, house rails and rollers, underground
equipment and mobile equipment.

TYPICAL USE DIRECTIONS

Surface Problem Soils Water Dilution Rates
( 266 to Water)

Method of
Application

Mill housings, shovel
sticks, mill stands,
floors, oil cellars

Heavy grease & oils,
carbonized deposits,
tars

1:1 to 1:5 or undiluted. Use coarse spray,
foam on or apply by
brush. Rinse with
water.

Automotive parts,
engine housings,
transmission, all metal
parts

Heavy grease, oily
deposits

1:1 to 1:5 or undiluted Spray or brush on, or
use in a cold dip tank.
Rinse with water.

Waste Treatment
plants; wet well &
walls; lift stations

Waste fats, grease,
oils, odor sources

1:1 to 1:5 or undiluted Spray on using coarse
spray under normal or
low pressure.  Let
stand 10-15 minutes.
Rinse with water
before surface dries.

Industrial Plant
flooring & machinery

Heavy greases, oil
rubber marks, ink,
glues, adhesives and
waxes.

1:1 to 1:10 or diluted Spray, mop or brush
on or use
power/vacuum
scrubber with pickup.

Parts Washing Grease, oils 1:1 to 1:10 or
undiluted

Use cold in re-
circulating dip tanks.
Rinse with water or
wipe with a dry rag.

Trucks, dozers,
tractors, mobile
equipment

Road Tar, grease,
grime and bituminous
deposits

1:1 to 1:15 or
undiluted

Spray on or apply by
brush.  For best
results let set for 5
minutes.  Rinse with
water before surface
dries.

CAUTION: Prolonged immersion with Citrol® may attack some plastics, aluminum and 
painted surfaces. Spot test before using.
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TYPICAL PROPERTIES

TEST RESULTS
pH (concentrate) 9
Flash Point °F/°C (concentrate) PMCC (ASTM D-93) 128°/53.33°
Flash Point °F/°C (1:1 dilution ratio) PMCC (ASTM D-93) 166°/74.44°
Flash Point °F/°C (1:5 dilution ratio) PMCC (ASTM D-93) 177°/80.56°
Flash Point °F/°C (1:10 dilution ratio) PMCC (ASTM D-93) 200°/93.33°
Flash Point °F/°C (1:15 dilution ratio) PMCC (ASTM D-93) None to boiling point 212°/100°
Freezing Point 20°F/-7°C
Solubility Complete solubility in water
Rinsability Excellent with water
Metal Safety Safe for use on most metals

Packaging: #266 Citrol® is available in 55 gallons, 30 gallons and 5 gallon pails and spray
cans (12 can/case)


